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TECHNICAL DATA SHEET 

 
BETON HARDNER LITHIUM 

 
 
PRODUCT DESCRIPTION 
 
Beton Hardner Lithium is advanced lithium chemistry for 
concrete. This easy-to-use water-based solution requires no rinsing 
and is VOC compliant in all areas of the world. When sprayed on 
new or existing concrete, it penetrates up to  ¼ inch (7mm) where it 
reacts with free calcium to form insoluble calcium silica hydrate,  
which makes concrete more water, stain, and abrasion resistant for 
easier maintenance and longer life. It is also suitable for concrete 
polishing procedures and helps prolong the life of polished finishes. 
 
KEY BENEFITS: 
 
•  Protects against salt and freeze/thaw damage 
•  Easy-to-use, low odor, no rinsing required 
•  Not susceptible to UV damage 
•  Penetrates--no film to lift or peel off 
•  Reduces efflorescence and surface sweating 
•  Does not contribute to surface ASR* or promote crazing 
•  VOC Compliant, can contribute to LEED points (IEQ credit 4.2 
non-emitting materials) 
•  Prolongs finish of polished surfaces 
•  Resists water, stains and dusting, making concrete and facilities 
easier to maintain  
 
USES 
NEW AND EXISTING CONCRETE/INTERIOR EXTERIOR 
Bridge Decks, Parking Garages, Sidewalks, Loading Docks, Aircraft 
hangars, Auto-motive dealerships, Shipping terminals, Vehicle 
maintenance areas, Office buildings, Health care facilities, 
Cafeterias/restaurants, Correctional institutions, Retail & shopping 
centers, Schools, Stadiums, Veterinary clinics, Common Areas, 
Aisles/corridors, Clean rooms, Kitchens, Laboratories, Lobbies, 
Mechanical rooms, Mezzanines, Restrooms & showers, 
Manufacturing, Warehousing, Storage, Distribution centers, Food 
processing plants, Textile mills, Wastewater treatment plants, 
Pharmaceutical, Electronic facilities, Cold Storage/Freezers, 
Beverage bottling, Chemical Processing 
 
APPLICATION 
Precautions: Apply only when temperatures will be above 36º F 
2ºC) for at least 4 hours following application. Clean surface to 
remove any dirt, laitance, curing compounds or coatings that may 
prevent Beton Hardner Lithium from penetrating the surface. Do not 
use citrus or acidic cleaners. If acid dyes or cleaners have been  
used, neutralize the surface using an alkali cleaner (TSP, Tide 
laundry detergent, etc.). Do not use high pressure sprayers. In hot, 
windy conditions, it may be necessary to spray water on hot 
concrete to cool the surface prior to application so Beton Hardner 
Lithium does not flash-dry on the surface. If Beton Hardner Lithium 
comes into contact with glass, fabric, metal, or painted surfaces. 
Immediately wipe contaminated surfaces with a damp cloth, then 
wipe dry with a second clean cloth. 
Using an HVLP sprayer, or a pump-up sprayer for smaller jobs, 
spray Beton Hardner Lithium evenly on the surface. Spread out any 
pools with a soft bristle broom or a flat microfiber pad. Keep surface 
wet for at least 20 minutes, adding more material where needed. 
Surface is ready for use when dry, but the complete reaction make 
take up to two weeks to develop depending on site temperature and 
conditions. 
In cool, humid, or enclosed conditions, Beton Hardner Lithium 
may stay wet for a long time. After 1 hour of dwell time, use an 
auto-scrubber to rinse the surface and pick up excess material. 
 
If concrete is dyed, acid stained, or integrally colored, after 20-30 
minutes of dwell time, use scrubbing equipment to rinse the surface 

and pick up excess material. After bringing the surface to the 
desired surface profile by grinding or buffing, Beton Hardner Lithium 
may be applied to enhance gloss, stain, and wear protection. 
 
Interior: On newly placed interior machine-troweled concrete, 
Beton Hardner Lithium may be applied immediately after the 
finishing, or immediately after joints have been cut and cleaned, or 
anytime thereafter, at the project manager’s discretion.   
If at time-of-placement, curing materials/bond breakers may be 
applied over the top of Beton Hardner Lithium once it is no longer 
wet on the surface. 
 
Exterior: On exterior concrete that has not been machine-troweled,  
wait until the surface is hard enough to bear foot traffic without 
damage before applying Beton Hardner Lithium If conditions are 
such that the project manager deems it necessary to apply curing 
materials before the surface is hard enough to bear foot traffic, it 
may be necessary to apply Beton Hardner Lithium at a later time 
after removing the curing material. 
 
ESTIMATED COVERAGE 
Steel Troweled Finish-- 500-750 ft2 per gallon (1 liter per 12 to 
18m2) Coverage rate will vary with concrete finish and porosity—
broom finished concrete will require more material. 
Clean Up—Use soap and water to clean tools and equipment. 
Although Beton Hardner Lithium is non-toxic and environmentally 
safe, it is alkali—use up or dry out extra material and dispose of 
according to local regulations. Don’t pour into sewer systems or 
storm drains. 
 
MAINTENANCE 
Clean up spills promptly. Regular aggressive scrubbing with neutral 
cleaners is recommended. Avoid cleaners containing citrus or butyl 
compounds, or cleaners with a pH below 7. 
 
SAFETY/HEALTH INFORMATION  
KEEP OUT OF REACH OF CHILDREN. This product is alkali. Do 
not drink. If swallowed, do not induce vomiting, drink 2 glasses of 
water and call physician. Keep container closed tightly when not in 
use. Wear goggles and gloves. If splashed in eyes, rinse eyes 
immediately with clean water and call a physician if irritation 
persists. Beton Hardner Lithium will dry out and irritate the skin. 
Clean skin with soap and water promptly. CAUTION: Surfaces wet 
with Beton Hardner Lithium may be slippery.  
Additional precautions, safety information and first aid treatments 
are contained in the Material Safety Data Sheet.   
 
 
 
 
 
 
 
 
 
 
 
PROPERTIES 
Active Ingredients:                100% of total solids 
Specific Gravity:                    1.10 
pH                                           11 
VOC Content                         <50g/L 
Flash Point                             N/A 
Freeze Point                           32ºF (0ºC) 
Shelf Life                               1 Year in unopened factory sealed  
container 



 

 

TDS:Beton Hardner Lithium

KLINDEX srl S.S. 05 Tiburtina Valeria km 209+200 Manoppello (PE) Italy Tel. +39 085 859 546 
Fax +39 085 8599 224 Registro AEE: IT08030000004548   web: www.klindex.it  

May 2015 2 

PACKAGING 
BETON HARDNER K         5LT     CONCENTRATE  
BETON HARDNER L         5LT     READY TO USE 
 
LIMITATIONS 
Beton Hardner Lithium will not bridge or fill cracks and will not 
salvage honeycombed or structurally unsound surfaces. Not 
suitable for asphalt, non-cement surfaces or painted surfaces. 
(Paint and coatings may be applied over the top of Beton Hardner 
Lithium - follow paint or coating manufacturer’s instructions for 
surface preparation.) 

This information corresponds to our actual knowledge. 
Nevertheless, as product use conditions are out of our control, we 
can’t take responsibilities of incorrect use consequences. We 
recommend doing a previous test with the product, where it wants 
to be applied, to evaluate the results. 
Klindex S.R.L. reserves the right to modify, without notice, 
characteristics, models and prices. 

 
 
*ASR is the reaction between alkalies (sodium and potassium) in portland cement and certain siliceous rocks or minerals, such as opaline chert, strained quartz, and acidic volcanic 

glass, present in some aggregates. The products of the reaction may cause abnormal expansion and cracking of concrete in service. 


