
 

 

TDS: KI Waterproofing 

KLINDEX srl S.S. 05 Tiburtina Valeria km 209+200 Manoppello (PE) Italy Tel. +39 085 859 546 
Fax +39 085 8599 224 Registro AEE: IT08030000004548   web: www.klindex.it  

Rev. May 2015 1 

 

TECHNICAL DATA SHEET 

 

KI WATERPROOFING 

 
 
WATERPROOFING 
KI Waterproofing is a substance having a superior water 
repellency to any other organic or inorganic compound, in 
combination with high values of oil repellency, can be used on any 
support. The high water repellency prevents the contact  between 
water and calcium carbonate - major component of building 
materials - avoiding degradation by carbonisation. 
The inability of water to penetrate into the capillarity of building 
materials will prevent cracking of the structures and the formation of 
mold and mildew. Even the pollutants - aggressive chemicals or 
dirty - can not settle and then the surfaces do not degrade and do 
not get dirty. 
 
General Features 
KI Waterproofing is an acrylic copolymer modified with fluorinated 
groups: the acrylic component promotes the adhesion to the stone 
support, while the fluorinated part is positioned towards the outside 
ensuring hydro and oil-repellence. 
 Il  KI Waterproofing enters through the capillary pores in depth: 

several tests showed penetrations up to 4 - 5 mm. into 
materials. Tests were carried out on substrates of different 
nature: concrete, mortar cocciopesto tuff, carparo various 
marbles (Carrara, bardiglio flowered, red verona, sienna 
yellow, granite, travertine, etc..), Paints and coatings based on 
lime, marmorino: the results have always been very 
satisfactory. 

 KI Waterproofing once dried is invisible - the natural 
appearance of the materials remains absolutely unchanged. 

 Il  KI Waterproofing is permeable to vapour; the breathability of 
the treated surfaces remains virtually unchanged. 

 Il KI Waterproofing is chemically stable and does not change 
as a result of UV exposure.  

 KI Waterproofing dries rapidly and can also be applied on 
slightly damp surfaces. 

 
 
 
 
 
 
 

How to use 
Before the application is advisable to clean the surfaces by 
removing soluble salts, mold or friable parts. The application must 
be made on drysurfaces , cold and not exposed to strong sun, may 
be used a low-pressure airbrush, brush or roller: in any case you 
will have to ensure that the application is uniform up to total 
impregnation of the support . 
The optimal quantity of product can be determined by a preliminary 
test on a small area. The yield is a function of the substrate to be 
treated can be indicatively assumed consumption variations 
between 100 and 400 gr / m². During the application, the 
mechanical action of brush or roller forms foams; this phenomenon, 
which disappears completely during drying, is not prejudicial of the 
final result, but rather is synonymous with better penetration into the 
stone. 
 
Precautions 
Store the product at no-high temperatures and in a well ventilated 
area. Do not expose to heat sources. During application, avoid 
exposure to open flame as consequence of inflammable nature of 
the solvents used. Protect the vegetation and all surfaces not to be 
treated with plastic sheeting. 
 
 
 
 
This information corresponds to our actual knowledge. 
Nevertheless, as product use conditions are out of our control, we 
can’t take responsibilities of incorrect use consequences. We 
recommend doing a previous test with the product, where it wants 
to be applied, to evaluate the results. 
Klindex S.R.L. reserves the right to modify, without notice, 
characteristics, models and prices. 

 


