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TECHNICAL DATA SHEET 

 

KORREKTOR WATER BASED 

 
 

Water Repellent Product for Natural Stones, Gres, 
Ceramic, Agglomerates - Water Based 

Purpose  
Korrektor is used for the protection Natural Stones, Gres, Ceramic, 
Agglomerates by the degrading effects of water. Indeed, the 
absorption of water by materials is the main cause of the formation 
of moulds, rust, dark spots, salinity, exfoliation. As a protective 
product is particulary indicated for inside and outside floorings, 
stairs, coverings. 
Korrektor is a protective that allows the normal transpiration of the 
substrate, it does not create films, and it is easy to apply. 
 
Instructions for use  
 Pour Korrektor  on the dry and clean material. 
 Spread Korrektor  with a paper or a cloth. 
 Let the product penetrate for some minutes. 
 Wipe the surface with a cloth to remove eventual 

accumulations of product. 
 Let the surface dry for at least 24 hours. 
 
Features 

Aspect Milky liquid 
Density at 20°C 0,9-1,0 
pH   n.a. 
Type   water-based formula  
Flash point (°C) n.a. 
Yield 15 m2/kg 
Labelling Not Dangerous 

 
 

FAQs  
How can I apply Korrektor ? 
Korrektor  can be applied pouring the product on the surface and 
spreading immediately with a brush, a paper or a cloth. Be sure not 
to remove completely the product. The product can be applied 
through immersion. 
 
May be applied the product spraing? 
Yes, the product may be applied spraing, starting from low to high, 
and advancing toward high. 
 
Is it possible to repeat the application of the product? 
Yes, it is possibile to repeat the application of the product, 
especially on highly absorbing. The application of the second coat 
must be applied wet on wet. 
 
What conditions might influence the effectiveness of 
Korrektor? 
Make sure the product has been applied in the correct way, 
saturating the whole surface. When applying Korrektor  with a 
paintbrush, do not spread it too much or the surface might just 
appear to have been covered enough. 
 
How long does it take the product to start acting? 
Once applied, Korrektor  reticulates gradually and the material 
becomes water and oil proof after around 24 hours. Anyway, it is 
possible to handle the material before, just after the treatment has 
been absorbed. 
 
Are there any materials on which the use of Korrektor  is not 
advisable? 
No, Korrektor  can be used also on cement, concrete and stones. 
On light coloured materials, however, we suggest to carry out a 
preliminary test on a small area to make sure that the product does 
not alter the colour. 
 
General Information 
In its supply form, the product has a storage stability of 6 months. It 
must be kept in its original packaging at a temperature between 5 
and 40°C. For further information on the safety of the product and 
on its handling please read the Safety note. All information in the 
note is the most current at the date of publication. Because of 
ongoing scientific research and development, these data might 
be subject to changes. The user is responsible for assessing, case 
by case, the suitability of the  product and of equipment for the 
intended use. The Company disclaims any responsibility for 
damage to persons or property resulting from its use. You may 
want to try the product on a sample of the same material, or on a 
hidden area of the substrate in order to evaluate the effect without 
affecting the state of the material. 

 


