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TECHNICAL DATA SHEET 

 

KORREKTOR 

 
 

Protecting and Restoring Product for Terrace,  
Agglomerates, Ceramic, Gres, Marbles and Granites  

 
Purpose  
Korrektor is a product that could be used on Terrace, 
Agglomerates,  
Ceramic, Gres, Marbles and Granites every time the surface needs 
to be restored, because of its faded colour or the presence of 
microlesions. Korrektor’s formula let microlesions to close 
preventing infiltration of water, that are very dangerous  both for the 
materials and other structures which are in direct contact.  Because 
of its semplicity to apply, it is usable on all  kinds of materials as a 
protective product.  In fact Korrektor also gives a waterproof action 
to materials. 
 
Instructions for use  
 Pour small quantities of product on the material  
 Spread Korrektor with a paintbrush, a paper or a microfiber 

cloth  
 Wait some seconds  
 Wipe the surface with a dry cloth 
 
 
Features 

Aspect colourless liquid  
Density at 20°C 0,8-0,9 
pH   n.a. 
Type   solvent-based formula  
Flash point (°C) <21 
Yield 20 m²/L (manual apply)  

125-150 m²/L machine apply 
Labelling F, Xn, R11,  

36,65,66,67 
 
 

 
 
 
FAQs  
May Korrektor be applied directly on slab conveyor belts?  
Yes, the formulation of this product allows also for its spreading with 
a polishing machine.  
 
May colours be added to Korrektor?  
Yes, specific colours, like those of the BETON COLOR line, can be 
added to Korrektor. In those cases, we suggest adding about 1 
teaspoonful of colour to 10 litres of product, and then mix until the 
powder has totally blended.  
 
General Information  
In its supply form, the product has a storage stability of 6 months. It  
must be kept in its original packaging at a temperature between 5  
and 40°C. For further information on the safety of the product and  
on its handling please read the Safety note. All information in the  
note is the most current at the date of publication. Because of 
ongoing scientific research and development, these data might  
be subject to changes. The user is responsible for assessing, case  
by case, the suitability of the product and of equipment for the 
intended use. The Company disclaims any responsibility for 
damage to persons or property resulting from its use. You may  
want to try the product on a sample of the same material, or on a  
hidden area of the substrate in order to evaluate the effect without 
affecting the state of the material. 
 
 
 

 


