
 

 

TDS:Kristallwater

KLINDEX srl S.S. 05 Tiburtina Valeria km 209+200 Manoppello (PE) Italy Tel. +39 085 859 546 
Fax +39 085 8599 224 Registro AEE: IT08030000004548   web: www.klindex.it  

Data ultimo aggiornamento 07/04/2014                  1 

 

TECHNICAL DATA SHEET 
 

KRISTALLWATER 

 
 
 

Waterproof Protective Product for Stones, Gres, Ceramic and 
Agglomerates 

Purpose 
Kristall Water is used to protect natural stones, gres, ceramic and 
agglomerates from the degrading effects of water. Everybody knows 
that the absorption of water is the first cause for mould, rust, dark 
spots, salinity and exfoliation of materials. Kristall Water is 
particularly indicated for protecting indoor and outdoor floorings, 
stairs and coatings. 
Kristall Water is a protective product which allows the material to 
breathe, it does not create films and it is easy to apply. 
 
Instructions for use:  
 Pour Kristall Water over the clean and dry surface to be treated 
 Spread Kristall Water with paper or a cloth 
 Wait some minutes to let the product penetrate 
 Wipe the surface with a cloth to remove potential residues 
 Let the surface dry for at least 24 hours 
 

Aspect Liquid 
Density at 0,7-0,8 
pH n.a. 
Type Solvent based 
Flash Point (° >21 
Yield 15 m2/kg 
Labelling Xn, R10,65,66 

 
FAQs 
How can Kristall Water be applied? 
Kristall Water can be poured on the surface and spread immediately 
with a paintbrush, some paper or a cloth. In doing this, make sure 
you don’t fully remove the product from the surface. This product 
can be applied through dipping. 
Can the product be sprayed? 
Yes, the product can be sprayed on the slab starting from the 
bottom and going up. 
Is it possible to repeat the application of the product? 
Yes, it is possible to make a second application, which is 
recommended for highly absorbing materials. The second coat 
should be applied weton-wet. 
What conditions might influence the effectiveness of Kristall 
Water? 
The product has to be applied in the correct way, by fully and 
sufficiently covering the whole surface. When applying Kristall Water 
with a paintbrush, do not spread it too much or the surface might 
just appear to have been covered enough. 
How long does it take the product 
to start acting? 
Once applied, Kristall Water reticulates gradually, and the material 
becomes waterproof after around 24 hours. Anyway, it is possible to 
handle the material before, just after the treatment has been 
absorbed. 
Are there any materials on which the use of Kristall Water is 
not advisable? 
No, Kristall Water can be used also on cement, concrete and 
stones. On light coloured materials, however, we suggest to carry 
out a preliminary test on a small area to make sure that the product 
does not alter the colour. 
 
 
 
 
 
 

 
General Information 
In its supply form, the product has a storage stability of 6 months. It 
must be kept in its original packaging at a temperature between 5 
and 40°C. For further information on the safety of the product and 
on its handling please read the Safety note. All information in the 
note is the most current at the date of publication. Because of 
ongoing scientific research and development, these data might be 
subject to changes. The user is responsible for assessing, case by 
case, the suitability of the product and of equipment for the intended 
use. The Company disclaims any responsibility for damage to 
persons or property resulting from its use. You may want to try the 
product on a sample of the same material, or on a hidden area of 
the substrate in order to evaluate the effect without affecting the 
state of the material. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 


