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TECHNICAL DATA SHEET 
 

Lithium silicate for concrete 

 
 
 
 REACH registration reference No.: 01-
2119456888-17-0012 (potassium water glass)  
 
CAS No.: 1312-76-1 (potassium water glass) 
12627-14-4 (lithium water glass)  
 
General description: a clear or slightly turbid viscous 
liquid, alkaline reaction, freely mixed with water  
Applications: As a binder for the production of special 
coatings (anticorrosive protective coatings, creation of 
temporary protective coatings for metal and other 
surfaces against damage during transport or 
installation), for the protection of wood against rot, fire, 
water, termites, woodworms and for the impregnation 
of natural materials, asbestos and glass fibres. 
Lithium-Potassium water glasses as such or in a 
connection with various admixtures are effective 
connecting and sealant agents to achieve a water-
resistant connection of wood, paper, cardboard, 
fabrics, plastics, metals, concrete, bricks and the like, 
for surface treatment of concrete and masonry against 
moisture and erosion, for the production of protective 
coatings against water.  
 
Process of production: PRODUCTION 
REGULATION  
 

 
 Qualitative parameters of the product: 
 

 
 
 
 Packing, transport and storage:  
- 200 l PE barrels, 1000 l PE containers  
- in bulk in railway tanks or tank trucks  
- steel or PE package provided by customer from 50 l 
and higher (the producer is not responsible for 
changes in quality caused by an unsuitable or polluted 
package)  
 
Transport and storage conditions: Transport and 
store at the temperature above 5°C. Store in an 
original, undamaged and well-closed package or large 
scale tanks.  
Expiration dating period: 1 year in case of 
compliance with storage conditions  
Protection and work safety: SAFETY DATA SHEET 

 

Parameters Units Guaranteed Measured Methodology No. 
Density (20°C) kg/m3 min. 1376 YES Pp3_1.3 
Molar ratio SiO2/K2O + Li2O - - YES Pp3_1.18 
Content of K2O % 11,50 - 12,90 YES Pp3_1.18 
Content of Li2O % 0,70 - 0,90 YES Pp3_1.18 
Content of SiO2 % 25,50 - 27,00 YES Pp3_1.18 
Dry matter (% Li2O + % K2O + % SiO2) % - YES Pp3_1.18 
 


