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TECHNICAL DATA SHEET 

SMAKKIO GRAFFITI 

 
 

Protective Product against Graffiti 
 

Purpose  
Smakkio Graffiti is a product which protects surfaces from the 
degrading effects of graffiti. Smakkio Graffiti creates a physical 
barrier preventing graffiti to penetrate, so that their removal is easier 
and more effective. It is indicated for the protection of building fronts 
and coatings.  
 
Instructions for use  
 Pour Smakkio Graffiti over the material to treat  
 Spread Smakkio Graffiti with paper, a cloth, a roller 

(recommended) or a paintbrush  
 Wait some minutes to let the product penetrate   
 Check the surface to remove possible build-ups  
 Let the surface dry up for at least 24 hours 
 
Features 

Aspect White Liquid 
Density at 20°C 1,0-1,1 
pH   7 ca.  
Type Water based formula 
Flash Point (°C)   n.a.  
Yield   Pure 13 m²/kg 
Labelling Not Dangerous 

 
FAQs  
Can the product be sprayed?  
Yes, it can be sprayed, provided that the application is smooth and 
even. Use a roller to evenly spread the product.  
 
Is it possible to repeat the application of the product?  
Yes, reapplication is possible once the first coat has dried up. On 
highly absorbing materials. A second application of Smakkio Graffiti 
is indeed recommended.   
 
 
 

 
 
Can Smakkio Graffiti be diluted?  
Yes, the product can watered down. Dilution is advisable for 
application on less absorbing materials and whenever there are 
difficulties in spreading the product.  
 
How long does it take the product to start acting?  
Once applied, Smakkio Graffiti gradually reticulates. The product 
takes around 24 hours to dry completely. Anyway, it is possible to 
handle the material before, just after the treatment has been 
absorbed. 
 
Are there any materials on which the use of Smakkio Graffiti is 
not advisable?  
The application of Smakkio Graffiti is not advisable on polished 
materials or  on surfaces with a low absorption coefficient, as the 
film wouldn’t  spread uniformly. 
 
General Information  
In its supply form, the product has a storage stability of 6 months. It  
must be kept in its original packaging at a temperature between 5  
and 40°C. For further information on the safety of the product and  
on its handling please read the Safety note. All information in the  
note is the most current at the date of publication. Because of 
ongoing scientific research and development, these data might  
be subject to changes. The user is responsible for assessing, case 
by case, the suitability of the product and of equipment for the 
intended use.  
The Company disclaims any responsibility for damage to persons or 
property resulting from its use. You may want to try the product on a 
sample of the same material, or on a hidden area of the substrate in 
order to evaluate the effect without affecting the state of the 
material. 

 


