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TECHNICAL DATA SHEET 

SMAKKIO RUST 

 
 

Rust-Removing Product 
 

Purpose  
Many materials, e.g. white granites, are subject to rusting formation 
because they contain iron. In other cases, rust can form on the 
material due to iron residues from filing or after laying. In all these 
cases, KRust is very effective thanks to its  
de-rusting and rust-preventing properties, it brings materials back to  
their original quality.  
 
Instructions for use  
•  Shake Smakkio-Rust before use  
•  Preferably lay the material horizontally  
•  Pour Smakkio-Rust abundantly and uniformly on the material     
•  Wait between 2 hours (superficial rust) and 72 hours (pyrite  
clots)  
•  Rinse abundantly with clean water, maybe with the help of a  
plastic brush to remove any residues 
 
Features 

Aspect Colourless liquid  
Density at 20°C 1,1 – 1,2 
pH   1 ca.  
Type Acid-based Formula  
Flash Point (°C)   n.a.  
Yield   12 m²/kg   
Labelling C, R36/38 

 
FAQs  
How can Smakkio-Rust be applied?  
Smakkio-Rust can be poured over the horizontally laid material and 
spread with a paintbrush, a cloth, some paper, a plastic brush, a 
broom etc.  
For specific vertical applications it can be sprayed bottom-up.  
 
Is Smakkio-Rust also suitable for removing rust from white 
marble?  
Smakkio-Rust is an acid-based formula; therefore, it reacts with 
marble and all other calcareous materials. It might be tried out as a 
rust-remover bearing in mind that the material will have to be 
polished afterwards.  
 
Can Smakkio-Rust be diluted?  
Yes, the product can be watered down. It is indeed advisable to do 
so when treating white materials and stones, in a ratio of 1 part of 
Smakkio-Rust and 1 part of water.  
 
 
 

Is it possible to repeat the application of the product?  
Yes, it is possible to make a second application in case of very 
persistent rust. 
 
What conditions might influence the effectiveness of Smakkio-
Rust?  
A cold and extremely wet slab, as well as an outside temperature of  
around 0°C might slow down the derusting process and undermine 
the good functioning of the product. Poor results are obtained also 
when Smakkio-Rust is applied on slabs which have been resined or 
treated with a waterproofer. 
 
General Information  
In its supply form, the product has a storage stability of 6 months. It  
must be kept in its original packaging at a temperature between 5  
and 40°C. For further information on the safety of the product and  
on its handling please read the Safety note. All information in the  
note is the most current at the date of publication. Because of 
ongoing scientific research and development, these data might  
be subject to changes. The user is responsible for assessing, case  
by case, the suitability of the product and of equipment for the 
intended use. The Company disclaims any responsibility for 
damage to persons or property resulting from its use. You may  
want to try the product on a sample of the same material, or on a  
hidden area of the substrate in order to evaluate the effect without 
affecting the state of the material. 

 


